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ALE International LLC specializes in the supply, installation and service of high quality 
Intralogistics, Packaging & Food Processing Equipment. ALE is part of the holding company 
BARNSLEY UNIVERSAL INC.  owner of the ATCO brand and one of the largest stockists of 
its core products in the industry.

Intralogistics Solutions

Dimensioning Systems
Material Handling Equipment
Loading Bay Equipment
Racking Sorting Solutions  

Packaging Equipment & Lines 
(Food & Non-Food)
Filling & Packaging Machines
Food Inspection Systems
Coding Marking Labelling
End of Line Packing systems

Food Processing Equipment

Meat Processing
Bakery & Confectionery Equipment
Vegetables & Fruits Processing

Our products are designed & manufactured in association with highly reputed OEMs, in accor-
dance to our stringent quality speci�ications, with the use of branded core components as a 
standard, keeping in mind global industry standards. Along with selling ATCO products, we repre-
sent internationally renowned brands to complement our product range and to be able to cater 
to a wider range of requirements in the industry. Supply

WHY US?

SINCE

2002
PRODUCTS

300+
HAPPY CLIENTS

7000+
WORLDWIDE INSTALLATIONS

- High quality products at affordable prices, tried and tested in the marketplace for over 16 years
- Professional management
- Streamlined business processes
- Large inventory of �inished goods and spare parts
- Know-how of the industry & market as a whole to provide the right solution & product for 
   the right application
- Team of professionally trained sales & service engineers who ensure a smooth experience for 
   the customers, right from project consultancy, to supply the right product, installation,           
`   training and after sales service 

Productivity, Performance, Safety, Stability, Durability - remain the hallmarks of our products

ATCOPACK Stalll
Beautyworld Middle East

Dubai, UAE.

ATCOPACK Stall
Gulfood Manufacturing

Dubai, UAE.

Head Of�ice & Logistics Centre Jebel Ali Free Zone (North) Dubai, UAE.



Hydraulic power units are employed in the electro-hydraulic loading and unload-
ing platform to lift the main board of the unloading platform through the main 
cylinder and push the ori�ce board out by the small cylinder. The ori�ce board is 
lifted to the rear of the truck carriage through the principle of gravity of the 
loading and unloading platform to complete the whole operation.

The Swing Lip hydraulic dock leveler is commonly and widely used in loading and 
unloading platform, for its stable performance, simple operation, and low mainte-
nance rate.

Swing Lip Hydraulic Dock Leveler

2000x2000 2000mm 2000mm 600mm 610mm

610mm

610mm

610mm

610mm

610mm

2030mm

2030mm

2030mm

2030mm

2030mm

2030mm

600mm

600mm

600mm

600mm

600mm

2300mm2000mm

2500mm
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3500mm

4000mm

2000mm

2300mm

2500mm
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3500mm
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2000mm

2000mm

2000mm
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2000x2300

2000x2500

2000x3000

2000x3500 

2000x4000

Standard size and pit size

Note: Please refer to customization for other speci�cations.

Speci�cation Width of 
Platform

Length of 
Platform

Height of 
Platform

Width of 
Foundation Pits

Length of 
Foundation Pits

Height of 
Foundation Pits

6 (ton) 6 MM 4mmL I-Steel 12mm 2.5 ton

3.5 ton

5 ton

60 
Channel Steels

100 
Channel Steels

100 
Channel Steels

16mm

16mm

4mmL Steel8 MM

14#  I-steel

8 ton

11 ton

13 ton8 MM

8 (ton)

10 (ton)

Load & Selection

Note: Please refer to customization for other speci�cations. Dynamic Load is the load when the 
forklift truck moves on the platform panel after the truck tail is secured to the platform panel. 
Static Load is the load of the forklift when it moves on the platform panel and the platform is closed.

MOM
Dynamic Load

Thickness of 
the Panel

Material for 
Thickening

Thickness of 
the Veneer

Material of 
the Frame

Static Load Weight of 
Suitable Forklifts
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» Single e�ect lift cylinder, double e�ect lip cylinder
» Security stop in case of unintentional departure of the vehicle. Maximum pressure valve
» Numerous sizes of rubber cushions o�ered
» Adjacent foot guard steel guards
» Tilt permits Dock Leveler to recompense for canted situation
» Maintenance prop to support Dock Leveler during maintenance checks



Swing Lip Hydraulic Dock Leveler
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Telescopic Hydraulic Dock Leveler

Electric telescopic Dock Leveler is the latest type of loading and unloading 
platform. The panel is lifted by the main cylinder, the expansion plate is pushed 
out by the auxiliary cylinder, and the platform is lowered and secured at the rear of 
the truck by the button drop key of the control box of the unloading platform, so 
as to complete the bridge with the freights. It is used for its stable performance, 
simple operation, and low maintenance rate.

The telescopic length can be customized according to users' needs. The maximum 
telescopic length is 1000mm. It can be transversely parked for loading and 
unloading. And the platform can be installed inside the industrial door to isolate 
the exterior environment so as to meet the needs of high-sealed places and 
achieve fully sealed positions for unloading.

2000mm 2000mm 600mm 610mm 650mm

610mm 1000mm

1000mm

1000mm

1000mm

1000mm

1000mm

610mm

610mm

610mm

610mm

610mm

2030mm

2030mm

2030mm

2030mm

2030mm

2030mm

2030mm

600mm

600mm

600mm

600mm

600mm

600mm

2300mm2000mm

2500mm

3000mm

3500mm

4000mm

5000mm

2000mm

2300mm

2500mm

3000mm

3500mm

4000mm

5000mm

2000mm

2000mm

2000mm

2000mm

2000mm

Standard size and pit dimensions expansion length

Note: Please refer to customization for other speci�cations

Width of 
Platform

Length of 
Platform

Height of 
Platform

Width of 
Foundation Pits

Length of 
Foundation Pits

Height of 
Foundation Pits

Telescopic
Length

5 (ton) 6 MM 4mmL I-Steel 12mm 2.5 ton

3.5 ton

5 ton

6 ton

60 
Channel Steels

100 
Channel Steels

100 
Channel Steels

100 
Channel Steels

16mm

16mm

16mm

4mmL Steel8 MM

14#  I-steel

16#  I-steel

8 ton

11 ton

13 ton

17 ton

8 MM

10 MM

8 (ton)

10 (ton)

14 (ton)

Load & Selection
MOM

Dynamic Load
Thickness of 

the Panel
Material for 
Thickening

Thickness of 
the Veneer

Material of 
the Frame

Static Load Weight of 
Suitable Forklifts

2500

6
0
0

+
3
0
0

-3
0
0

1000
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The Platform between the dock and the truck that are operated by cylinder lifting 
machine is to be installed. High-strength pattern board is used for the main 
platform and the small lap board. The platform is suitable for the situation where 
the height di�erence between the truck and the dock is small. There is no need to 
reserve pits and supply power. Moreover, the Platform  is wall-mounted.

Mini Dock Leveler And Loading Bridge

1500x500

1800x500

2000x500

2100 1500 250x250 150

250x250 150

150250x250

700

700

700

1800

2000

2400

2600

3 ton

3 ton

3 ton

Speci�cation & Selection

Note: Please refer to customization for other speci�cations.

Size of 
Platform

Size of 
Platform

Width of 
Board

Total Length Load Size of 
Bumper Block

150

150

150

Upper Range Lower Range

1)  When the vehicle is 
correctly positioned at 
the loading dock the 
operating handle is 
removed from it’s
holder and placed in 
the opening formed in 
the deck of he leveler.

2) The handle is pulled 
backwards and
ownwards until 
horizontal. At this stage 
the leveler is at it’s
highest position.

3) By slowly raising the 
handle, the lip will 
automatically be 
extended and come to 
rest on the bed of the 
vehicle.

4) After a visual check 
to ensure safe 
landing of the lip onto 
the vehicle deck, the 
handle is removed 
and placed back in 
the holder. The unit is 
now ready for use to 
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In�latable Door Shelter

In�atable door shelter are designed for loading and unloading in cold storage 
with high energy consumption, for places with high air impermeability, and for 
close- �tting of truck compartments to achieve complete isolation between the 
external and internal environment. The expansion length of the top airbag can 
reach 1200 mm and the lateral expansion width can reach 800 mm, so as to e�ec-
tively compensate for the constant height di�erences of vehicles.

3400*3400 1200mm 800mm 95%

95%

95%

95%

380 V

380 V

380 V

380 V

800mm

800mm

800mm

1200mm

1200mm

1200mm

3400*3600

3400*3800

3600*3800

Speci�cation
Width*height Expansion Length of 

the Top Airbag
Lateral 

Expansion Width
RUMP 

Voltage of Fan
Air 

Impermeability
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Door seals provide a rainproof, windproof,  air convection environment for operat-
ing, while as buildings and trucks, they provide highly sealed operating spaces. In 
the meantime, they prevent birds and insects from entering buildings. Excellent 
sealing performance can e�ectively reduce energy consumption. Moreover, 
wear-resistant polyurethane �ber material is used on the surface for various 
environment. 

 Door Seal

2600*2800 300mm 250mm 95%

95%

95%

1000mm

1000mm

1000mm

250mm

250mm

300mm

300mm

3000*3000

3000*3000

Speci�cation & Air Impermeability
Width*height Expansion Length of 

the Top Airbag
Lateral 

Expansion Width
Voltage of Fan Air 

Impermeability

Note: Please refer to customization for other speci�cations.

Adjustable sponge door seal

Fixed sponge door seal
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Retractable Door Shelter

Being wind-proof, rain-proof, dust-proof and air-blocking, Retractable door 
Shelter play a very good role in sealing the space between vehicles and warehous-
es. They are widely used. The length of top drapes can reach 1000mm and with 
warning strips on one side, the width of side drapes can reach 600mm, so as to 
e�ectively reduce the inconvenience caused by vehicle height di�erences, A pull 
spring that can seal is designed in the mechanical door seal to lead the truck 
automatically resets through the pull spring after leaving. It is well-performed, 
easy-installed, and consumption reduced.

3200*3400 1000mm 600mm Rain-proof & Airtight70%

Rain-proof & Airtight70%

Rain-proof & Airtight70%

Rain-proof & Airtight70%

Aluminum alloy

Aluminum alloy

Aluminum alloy

Aluminum alloy

600mm

600mm

600mm

1000mm

1000mm

1000mm

3400*3400

3400*3600

3600*3800

Speci�cation

Width*height Top Drape Side Drape Material of Frame Air Impermeability
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It is a new type of high-speed door, which can achieve quick opening and closing, meet the 
need of rapid passing of ground logistics, and quickly isolate the external environment. It is 
widely used in places with high e�ciency such as electronics, machinery, chemical industry, 
hospital, food, textile, logistics, clean workshop and so on. Customization can be realized 
according to the users’  needs.

High-speed Door

Application Interior Door

Cold Rolled and Baking Painted Steel /Stainess Steel 

6000mm x 6000mm 

when it is opening: 1.2m/s(Max.) when it is closing: 0.5m/s 

yellow, blue, orange, red, grey, green and red

Photoelectric protection is equipped on door track Wireless arbag 
protection equipped. 

Button, remote controller, ground sensor, radar sensor and stay cord 

Frame

Maximum Size

Running Speed

Color 

Safety

Opening mode
(select-able)

Product feature

Note: Please refer to customization for other speci�cations.

Speci�cation
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Turbine hard high-speed door rs a new type
of metal industrial door which integrates 
heat preservaton, energy saving, sealing, 
high e�ciency, wind resistance and 
environmental protecton. It is a new type of 
high-speed door whch can acheve quick 
opening and closing, meet the need of 
rapid passing of ground  logistics, and 
quickly solate the external environment. It 
is widely used in paces with higl1 e�ciency 
such as electron cs, machinery, chemical 
industry, hospita, food, textile, logistcs, 
clean workshop and so on.
Customization can be realzed according to 
user’s needs.

Hard High-speed Door

Sectional Overhead Door is made of inner 
and outer double-layer steel plate by die 
casting. The surface of the door pate is 
sprayed with polyester. The door plate is 
strong, heat insuated, heat preserved, 
dust-proof, wnd pressure-resistant, and the 
thickness of whch is 40mm-50mm, and the 
track of which is strengthened by hot-dip 
gavanzed steel. The soid, durable and exter-
nal tors on spring can be used more than 
50,000 times. The l fting mode can be 
customzed according to user's require-
ments

Sectional Overhead Door

Application Intenor Door /Exterior Door 

Cold Rolled and Baking Painted Steel /Stainess Steel 

6000mm x 6000mm 

when it is opening: 1.2m/s(Max.) when it is closing: 0.5m/s 

yellow, blue, orange, red, grey, green and red

Photoelectric protection is equipped on door track Wireless arbag 
protection s equipped. 

Button, remote controller, ground sensor, radar sensor and stay cord 

Frame

Maximum Size

Running Speed

Color 

Safety

Opening mode
(select-able)

Product feature

Speci�cation

Application Intenor Door /Exterior Door 

Cold Rolled and Baking Painted Steel /Stainess Steel 

12000mm x 8000mm 

when it is opening: 1.2m/s(Max.) when it is closing: 0.5m/s 

white, silver grey, red 

wireless airbag protection is equipped. t

Button, remote controller, ground sensor, radar sensor and stay cord 

Standard & elevated & vertical 

Frame

Maximum Size

Running Speed

Color 

Safety

Lfting mode 

Opening mode (select-able)

Product feature

Speci�cation
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Prime Food (Hygiene for food industry & Water Protected) Prime Cold Reset (Cold Storage Doors)

» Designed speci�cally for food industries and applications where hygiene is crucial
» FDA approved Polystone® M-Natural guides available as standard for environments 
   that demands rigorous cleaning routines
» All structural components that may come into contact with water are either made
    of Stainless Steel or have a corrosion-proof �nish
» Easy to clean & disinfect to maintain hygiene in production areas. Resistance to 
    spray water & Insensitive to cleaning agents.
» Self-supporting construction with anti-crash protection system
» Reverse proximity sensor on brackets
» Control device in plastic
» Can be equipped with transparent PVC vision windows

Fast roll up doors for food industry are designed to meet the stringent demands of hygiene in 
the food industry, Prime Food fast roll up doors are resistant to humidity, temperature, corro-
sion and detergents. It is very easy to clean and disinfect and where tight sealing while partial 
or full wash down is required. The smooth surface with shiny �nish prevents dust build up and 
is resistant to pressure washing. The self-repairing system automatically resets the door after 
an accidental impact. The robust construction of Prime Food provides high cycle operation 
even in wet applications. FDA approved Polystone® M-Natural guides available as standard for 
environments that demands rigorous cleaning routines. Fast roll up prime food doors are very 
useful in FMCG sector.

Prime Cold Reset High Speed Door is made of energy e�cient insulated curtain 
mainly for temperature -controlled warehouses, fresh & cold logistics.

» Ideal for intensive use in positive temperature above 0.5ºC helps in minimizing 
    condensation
» The door is made of energy e�cient insulated curtain mainly for temperature 
     controlled warehouses, fresh & cold logistics
» The �exible curtain with a soft bottom edge diminishes any potential for injury
»  Its e�ortless break-away feature, resists damage and automatically resumes its 
     original position in the lateral tracks in case of accidental collision
» The curtain guide system provides protection against loss of heat, ensuring an 
     excellent insulation in rooms – between inside & outside environment
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Prime Freeze High Speed Doors are a perfect solution where cold storage with negative 
temperatures to as low as – 18°C is required. The curtain is made of reinforced PVC vinyl
with heated side guides.  High Speed Freezer Doors are the solution when temperature 
control is critical and where forklift tra�c is high.

Prime Freezer ( Cold Storage Door upto – 18°C ) Prime Freezer Duo ( Cold Storage Door upto – 35C upto+30C )

» Designed speci�cally to provide a perfect solution  where temperature control
   is critical safety concerns are at a premium.
» The high operating speed combined with superior sealing and optimizes the 
    internal tra�c �ow and provides energy savings.
» Internal heating system provided within the guide prevents ice formation even    
during intensive cooling.
» Suitable for operating temperature -20C upto+2C.
» Special double curtain construction with insulation.
» Innovative insulated curtain with high thermal e�ciency is available optionally, 
   for additional saving on energy costs.
» Revolutionary soft bottom edge and sensor combine to ensure operator safety at
    all times.
» Heavy duty motor: 230V / 415V three phase opening speed upto 2.5m/s with 
   inverter system.
» Size upto : 4500 mm(W) X 5000 mm(H).

» Innovative dual curtain technology that simultaneously opens and closes operation with 
blower / dryer.
» Dual curtain aids in isolating the freezer area from other area thus reducing convection.
» Partial and full openings are available to minimize convection and energy losses through 
operation of freezer door.
» Suitable for operating temperature -35C upto+30C.
» Prime Freezer Duo High Speed Doors are self –repairing, the door curtain resets in case it 
comes out of the guide due to accidents like an impact with a forklift.
» Galvanized steel guides incorporated with heating elements prevent ice formation during 
intensive cooling stainless steel & Aluminium Guides are available on request.
» Heavy duty motor: 230V / 415V three phase opening speed upto 2.5m/s with inverter 
system.
» Size upto: 4500 mm (W) X 5000 mm (H).
» Bottom safety is ensured by proximity sensors to avid abrupt landings.
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Fire Rated Rolling Shutters

 ATCO �re rated shutters and �re rated doors are designed to protect the facility up 
to four hours during a �re accident. Fire rated shutter stay open under normal 
circumstances and close automatically in the event of a �re. Our �re rated doors 
are designed as per international standards. Our �re resistant doors can be operat-
ed manually.
» Motorised Fire Rated Rolling Shutter is tested & approved by Exova Warrington UK which 
comply with BS  476: Part 22:  1987 standards for stability and integrity for up to 4 hours.
» Application includes industrial, commercial, institutional and retail projects where �re 
protection is required 
» Constructed of Galvanised Steel or Stainless Steel in a variety of Gauges, Pro�le designs 
and �nishes for unsurpassed strength, durability and style.
» Automatic closing of the shutter in the event of �re detection by means of fusible ink 
activated at 74C.
» The operating system can be directly wired for activation by �re alarm systems or smoke 
detectors.
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Sliding Hangar DoorsAircraft Hangar Doors & Shipyard Door

» Aircraft Hangars
» Shipbuilding
» Sand-blasting and paint shops 
» Panel-line and Module Shops
» Aluminuum Welding Shops
» Shipyard Modernization projects
» All weather terminals (AWT)
» Yacht Building Facilities
» Exhibition Facilities
» Stadiums and Sports Arena
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TPallet Trucks & Table Lifter

Scissor Lifter & Order Picker

Vacuum Lifters 
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Weighing Scales & Systems Dimensioning And Weighing Systems

Heavy Duty Platform Scales

Hanging & Crane Scales

Weighbridge

CubiScan static systems are designed to accurately measure and weigh stationery items in a 
warehouse or freight handling operation where valuable cube and weight information is 
electronically collected and sent directly to a warehouse management or freight manifesting 
system. From small, battery-powered mobile work stations to large pallet dimensioning 
systems, Quantronix o�ers the broadest range of static dimensioning and weighing systems on 
the market.


